
SOLID POLYMER ELECTROLYTIC CAPACITOR    

SH Series

SH series High Voltage/High Reliability           
 High voltage and high reliability, Large permissible ripple current

Specifications

Frequency Coefficient for Ripple Current

Case size table

Low ESR at high frequency range

item Performance Characteristics

-55~+105

35~63vdc

±20%(120Hz,+20 )

Operating Temperature Range

Rated Voltage Range

Capacitance Tolerance

Leakage Current(+20 ,max)

,120Hz)

ESR(100KHz)

Capacitance Change

Capacitance Change

Leakage Current

Leakage Current

ESR

ESR

Dissipation Factor

Dissipation Factor

Dissipation Factor

Endurance

105 ,2000h,at rated voltage

Moisture Resistance

Stored at 60 ,RH90~95%,2000h

Not to exceed the value specified

Not to exceed the value specified

Within ±20% of the value before test

Within ±20% of the value before test

Not to exceed the value specified

Not to exceed the value specified

Not to exceed 150% of the value specified

Not to exceed 150% of the value specified

Not to exceed 150% of the value specified

Not to exceed 150% of the value specified

Frequency  1KHz  10KHz 100KHz

a

300KHz

1Coefficient

Applicable to DC-DC converter,communication power supply,set-top boxes,router,TV,voltage regulator,mobile phone adapter
(mobile phone charger). computer motherboard and graphics card.
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SOLID POLYMER ELECTROLYTIC CAPACITOR    

SH Series

Size List
wv
(sv)

Cap(uF)
35

10

15

22

33

39

56

100

220

63
41

50
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SOLID POLYMER ELECTROLYTIC CAPACITOR    

SH Series

Dimensions & Characteristics

(v) Capacitance
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2900
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ESR Maximum Permissible Size
uF uA,2min 120Hz,20 Current(mA,rms)

50

63
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